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Product Specifications

PHOEBUS ULTRA QUARTZ II®  FOLLOWSPOT
Product Specifications for Architects, Designers, Consultants and Engineers:

Phoebus Ultra Quartz II®  Followspot:

The luminaire shall be a heavy duty, 360 watt, 120 volt AC followspot using a high intensity MR16 integrated reflector quartz lamp with a color temperature of 3300°K. The unit shall be constructed of a rigid steel chassis with lightweight aluminum housing, bulkhead and components painted with a high quality powder-coat finish. The lamp shall be easily accessible through a rear access door that includes a built-in spare lamp holder.  The unit shall use either an FLE or ENX lamp.

The unit shall use precision optical lenses with independent slide-handle controls with adjustable drag control for front and rear lenses.  Lens blocks shall glide on maintenance-free Teflon guide bearings.

The unit shall be capable of throws from 25 ft to 100 ft and its zoom mechanism shall have a 3 to 1 range.  The unit shall provide an eight (8) ft diameter light beam at a range of 60 ft that is over 124 foot-candles.  Photometric data shall conform to the chart provided.

The unit shall contain a high quality 101 mm iris diaphragm and a mechanical full range douser and a six-frame color changer.  The unit shall be capable of a 70° downward tilt angle and a 60° upward tilt angle and full 360° horizontal sweep. 

The unit shall be cooled by a quiet, high-volume internally mounted, ducted fan operated by a 3-position power switch that provides a ‘cooling only’ position.

The unit shall be ETL certified and labeled for non-residential indoor use. 

The unit shall include a 3-leg cast aluminum base with locking castors. The net weight of the complete unit including base shall be less than 76 pounds.

The unit shall be of an overall length of 31.5 in , with a width at the base of 28.0 in  and overall height of 51.0 in.

The luminaire shall operate on 120 volts, 50/60 Hz AC only and shall draw less than 5 amps.  Input power shall be protected by an externally replaceable fuse.  It shall have a power cord length of 11’ 6” terminating in an NEMA-5-15P 15 amp parallel blade U-ground male plug.

The luminaire shall be a Phoebus Manufacturing Ultra Quartz II® Followspot Model Number UQII-120/82.

For 220 volt model:

The luminaire shall operate on 220 volts, 50 or 60 Hz AC only and shall draw less than 2.5 amps.  Input power shall be protected by an externally replaceable fuse. It shall have a power cord length of 11’ 6” terminating in an NEMA-L6-15P 15 amp twist lock male plug.

The luminaire shall be a Phoebus Manufacturing Ultra Quartz II® Followspot Model Number UQII-220/82.
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