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MicroFire   Spike PHL-2R  
LED Combat Flashlight

DESCRIPTION
The PHL2-R three watt rechargeable Spike features a re-
tractable six pronged locking bezel designed for defense and 
combat applications.  The Spike’s ultra-bright CREE Q5 LED 
lamp generates a blinding 230 lumens in high, or 28 lumens in 
low brightness mode.  A single T168-LIT rechargeable lithium 
ion battery (included) provides a run time of up to 2 hours in 
high and 22 hours in low brightness mode. The Spike can also 
be run with two CR123A batteries. The 110v AC fast charger 
(included) will recharge a fully depleted battery in three hours. 
The recessed tactical button switch at the rear of the fl ashlight 
is used to select brightness level. Flashlight body is CNC ma-
chined aircraft grade aluminum with a hard anodized splash 
proof matte black fi nish, . Weight, including the battery is 1 oz. 

PHL-2R

SPECIFICATIONS

•  Body:  Aircraft grade aluminum CNC
              Hard anodized
              
•  Bulb type:  CREE Q5 LED

•  Bulb Life:  More than 10,000 hours 

•  Lumens:  230 high, 28 low
            
•  Electrical Rating: 3 Watts 

•  Battery type: Rechargeable T-168 Li-ion 
                         or two CR123A batteries

•  Run Time: 2 hrs high, 22 hrs low

•  Beam Type: Fixed
       
•  Water resistance: Splash Proof

•  Charger: A2-AC charging bed
                  Charging time 3 hours

•  Dimensions & Weight:
       Housing Diameter- 30.6 mm (1.2 inches)
       Bezel Diameter- 25.4mm (1 inches)
       Length- 124 mm (5 inches)
       Weight-  198 g (.43 lbs.)The Spike 
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